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< 7. Operating Pressure : 1.6 MPa
i
7% 7, Testing Pressure : 2.4 MPa
7 7
. Operating Temperature : 200°C
&l 2| 5 ‘ ;
= Applicable Fluid : steam, water, oil
|| Standard Screens :
11/2"-5" at 1.5 mm. Perforation.
g" at 2 mm. Perforation.
a"-14" at 2.5 mm. Perforation.
16" at 3.5 mm. Perforation.
No. Part Qty Material Standard
1 |Body 1 |Stainless Steel CF8M
2 | Screen 1 | Stainless Steel SUS 304
3 | Gasket 1 |TEFLON PTFE
4 |Sealing Gasket | 1 |[TEFLOM PTFE
5 |Plug 1 [Stainless Steel CF8M
6 |Cover 1 |Stainless Steel SUS 304
Size (DN) Standard Flange ANSI| 150
mm | inch | L H @D @PCD n-2h T f P';i‘gjl’fe
40 1172 200 150 127 98 5 4-16 18 3 1
50 2 230 160 152 120.5 4-19 23 3 1
g5 212 290 180 178 139.5 4-19 20 3 1
80 3 310 215 191 152.5 4-19 22 3 1
100 4 350 235 229 190.5 8-19 24 3 1142
125 5 400 275 254 216 8-22 26 3 1142
150 B 480 305 279 241.5 8-22 26 3 1142
200 8 600 390 343 288 5 B8-22 30 3 2
250 10 730 540 406 362 12-25 32 3 2
300 12 850 &80 483 432 12-25 32 4 2
350 14 Q80 740 533 476 12-29 36 4 2
400 16 1100 845 597 5395 16-29 38 4 2






